
N
O

R
T

H
  H

OUSTON  MACH
IN

E  IN
C

.

N
 H

M INC.

N
O

R
T

H
  H

OUSTON  MACH
IN

E  IN
C

.

N
 H

M INC.

N
O

R
T

H
  H

OUSTON  MACH
IN

E  IN
C

.

N
 H

M INC.

N
O

R
T

H
  H

OUSTON  MACH
IN

E  IN
C

.

N
 H

M INC.

AUTOMATIC BREAK OUT UNIT
FOR FLUSH DRILL PIPE

NOTE: WEDGELOCK CONNECTIONS COVERED BY N.H.M., INC. US AND 
FOREIGN PATENT NUMBERS AS LISTED BELOW:  
5,409,324	 5,588,772 
187552	 P94100AU

The North Houston Machine Automatic Break Out for Flush Drill Pipe is used when the desired 
depth has been reached in the drilling of a well to provide a backup when breaking out the drill 
pipe without the use of wrenches.

The Automatic Break Out (ABO) Unit operates in the following sequence:

1.	 Once the desired depth has been reached, pick up and set the slips on the first joint.
2.	 Break out this connection, but do not spin fully out of the connection.
3.	 Activate the ABO Unit allowing the Backoff Barrel to lower.
4.	 Begin slow rotation to the right; this will allow the Lock Ring to align with the flats and the 

Backoff Barrel will drop.
5.	 Pull up to the next joint, set the slips, and break and spin out first joint.
6.	 Lower the drill pipe to the stand or floor, release the ABO Unit, and spin out the first joint.
7.	 Lower head to make up the next joint.
8.	 Spin into this connection, but do not torque up connection.
9.	 Activate the ABO Unit and repeat Steps 2–9.

OPERATING INSTRUCTIONS

LOCK RING

INNER CYLINDER
OUTER CYLINDER

RETAINER CAP

SAVER SUB

KEY SHOWN IN RELEASE POSITION

KEY SHOWN IN BREAKOUT POSITION

BREAKOUT POSITION

RELEASED POSITION
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