MARKYV SIDE INLET SWIVEL

SIMPLIFIED DESIGN—ONE PIECE OUTER HOUSING TO
ELIMINATE MISALIGNMENT, EXTENDING THE PACKING AND
STEM LIFE.

DESCRIPTIVE DESIGN:

THE MARKV-SI SWIVELS WERE DESIGNED FOR APPLICATIONS
8.00 ON TOP HEAD DRIVE RIGS TO MOUNT BELOW THE HYDRAULIC
ASSEMBLY, PREVENTING FLUID CONTAMINATION OF THE
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HYDRAULIC FLUID CAUSED BY LEAKAGE IN CONVENTIONAL
UNITS.

ALL COMPONENTS USED IN THE MANUFACTURE OF THE MARK
V-SI SIDE INLET SWIVEL ARE OF HIGH-GRADE ALLOY STEEL WITH
INDUCTIONED HARDENED WEAR AREAS TO EXTEND THE LIFE OF
THE EXPENSIVE STEM.

THE MAIN FEATURE IS A RIGID MOUNTING OF THE BEARINGS,
MOUNTED IN A ONE-PIECE HOUSING, ELIMINATING RUNOUT,
THUS EXTENDING THE PACKING AND STEM LIFE.

THE STRENGTH OF THE UNIT IS BASED UPON THE SIZE OF THE
TOOL JOINT USED ON THE STEM, AS IT IS A ONE-PIECE DESIGN,
AND OF HIGH-STRENGTH ALLOY STEEL.

SPECIFICATIONS
. SHOULDER-TO-SHOULDER LENGTH . . .o oo 21
g STANDARD TOP CONNECTION . ............ 3-1/2" APl REG
= STANDARD LOWER CONNECTION. . ........... 3-1/2” API IF
STANDARD INLET CONNECTION . .. ... ... ... .. ... 2” NPT
OPTIONAL INLET CONNECTION .. ................. 3”7 NPT
N
J
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K@ ITEM | PART NO. | QTY | DESCRIPTION
\‘ 1 112-001 1 | SPINDLE
— 2 112:002 | 6 | CAPSCREW
(19 3 112:003 | 1 | RETAINER CAP
\@ 4 | 112004 | 2 | BEARING
5 | 112:005 | 1 | GREASESEAL
6 | 112:006 | 1 | BEARING SPACER
7 | 1122007 | 1 | BEARING RETAINER
‘g 8 | 112:008 | 1 |BACKUPRING
! 9 | 112009 | 2 | GREASE FITTING
: 3-1/2IF PIN
% STANDARD 10 | 112:010 | 2 | GREASERING
11 | 1122011 | 10 | PACKING RING
p E—
12 | 1122012 | 1 | FLOWTUBE RETAINER
13 | 1122013 | 1 | FLOWTUBE
14 | 1122014 | 1 | LOWER ALIGNMENT RING
15 | 1122015 | 1 | SWIVEL HOUSING
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